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Linux
Embedded

H.264
Compression

Compatible
with CMS

Real Time
Display

Alarm HDMI960H

CMS (CENTRAL MONITORING SYSTEM)

• 16 channel 960H/FD1 video input 2U DVR

• Support 8 HDDs,HDD Group,HDD R/W Control

• 16 full channel realtime playback 

• Support HDMI / VGA / BNC / SPOT / Loop

   Simultaneous Output

• Support Icon Interface,User Friendly & Easy-Operate

• Support AVI Backup, Snapshot, Record Lock,

   Record Cutting

• Quick Backup when Playback

• Support 3G Network Access

• Max 8 Network Accessing Users

• Support Eliminating Bad Disk,HDD Record

   Storage Group,HDD R/W Control

• Support PTZ,Manual Alarm,Alarm In/Out

• Support CMS,Web View and Mobile View

• IR Remote Extension Cord

compatible with:

CODEC
OPERATING SYSTEM

VIDEO
Channel
Output
Dual Display

RECORDING
Rate (PAL)
Mode

PLAYBACK
Display
Search Mode
Privacy Masking

STORAGE
Internal
Backup

NETWORKING
Web
CMS
Mobile
Email
Snapshot Function

INTERFACE
Network
IR Extension
USB
PTZ(RS-485)
RS-232
Audio
Alarm

POWER SUPPLY
POWER CONSUMPTION (w/o HDD)
OPERATING TEMPERATURE
HUMIDITY
DIMENSION ( W x L x H )
WEIGHT( w/o HDD)
HOUSING

H.264
EMBEDDED LINUX

16
HDMI, VGA, CVBS, 1 SPOT, 16 LOOP
Yes

16ch*960H@400fps
Manual, Schedule, Motion, Alarm

16ch @960H Realtime
Time, Date, Record Mode, Smart search 
4 Zones (max)

8 ea HDD (4TB each)
USB,CD/DVD-RW, 2 e-SATA/Network 

IE11, Chrome, Firefox, Safari  
Support max 100ch viewing per CMS  
iPhone, iPad, Android  
Yes  
IE - Yes   CMS - Yes    Apps - Yes

1 RJ-45, 10/100M/1000M adaptive Ethernet Interface 
Yes
4( Front 2 & Back 2)
Yes
Yes
G.771A, 16 in, 1 out
16in, 4out

230VAC
71W
-10°C ~ 55°C
12% ~ 85%RH
440 × 460.1 × 111
7.2kg
2U

  


