
www.centrixsecurity.comSpecifications subject to change without notice ©Copyright 2013, CENTRIX®. All rights reserved.

KEY FEATURES

AHD SPEED DOME CAMERA 
(INDOOR)

SHD10X-ID VIRTUE SERIES

IR Cut Filter Digital Zoom Optical Zoom WDRDay & Night

• 1/3” Panasonic CMOS
• 1080P AHD Speed Dome Camera
• Optical 10x Zoom (5.51~51mm)
• Min. 0.001Lux with DSS(x4)
• Digital Zoom (32x)
• 3DNR
• Privacy Mask

• Day & Night
• ICR
• Defog
• DIS (Digital Image Stabilizer)
• Dehumidification
• Preset (250), Group (12), Tour, Trace
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IMAGE SETTING

Day / Auto Slow / Auto Fast / Night

HLC / BLC / WDR

AUTO / Indoor / Outdoor

On / Off

Low / Middle / Max

Off / Auto / Manual

8 Zones / 1 Zones

Level Setting

Level Setting

On / Off

Available

Available

Available

TECHNICAL SPECIFICATIONS

Image Sensor
Maximum Image Resolution
Minimum Illumination
IR LED
Lens

Pan Travel
Tilt Travel
Manual Speed
Presets
Preset Accuracy
Audio
Alarm
Operating Temperature
Humidity
Rating
Power Input
Power Consumption
Dimension ( ø x h )
Weight

1/3" Panasonic CMOS
1956(H) x 1266(V), 1080P
Min 0.001lux
-
5.1 ~ 51mm(10x)
Optical(10x), Digital Zoom(32x), Total Zoom (320x)
360° endless
92°
0.1° ~ 240°/sec (64 Levels), Preset: 360°/sec
250
±0.1°
-
Input : 4 Sets ; Output : 1 Set
-40°C ~ 50°C (-40°F ~ 122°F)
30 % ~ 90 % RH
-
AC24V, 50/60Hz
Max 5W
151.4mm x 138mm

0.8kg (Camera Only)

1080P 


