CENTRIX TECHNICAL WHITE PAPER:
VIDEO SURVEILLANCE CONNECTIVITY (VSC)

Completing
your system
connection

Providing a total CCTV infrastructure solution

e Power Supply * Surge Protection e
e Cabling Solution ¢ Accesories ®




UNSHIELDED
TWISTED
PAIR (UTP)
TECHNOLOGY

MODELS:
PV1, PV2, AV1, AV2, PVSS8, PVS18, AVS8 & AVS16

Advantages of UTP Solution

« Better interference immunity due to the design of Unshielded Twisted Pair design

e Longer transmission distances when compares to coaxial cables.

 Able to carry Power, Video and Data signal simultaneously in a single Cat5 cable.

« Built in Transient Protection.

« Built in ground loop isolation.

* Better cable management.

« Easier installation and troubleshooting when compares to coaxial cable or fiber optic.

e Lower installation cost:
a. 1 single Cat5 is able to carry the video signal of 4 cameras.
b. With a maximum distance of 1.8km, cable costing is much cheaper compares to Fiber Optic
c¢. With built in Transient protection and ground loop isolator, no additional surge protector and ground loop isolator
is needed.
d. Lower labour cost as fewer cables will be used.
« Fiber-like video quality.

Product Selection Guide

Passive Transmitter

Transmitter End  Transmitter Model No. Camera Max Distance Receiver Model Receiver End

Passive PV1 / PV2 1 300m PV1 / PV2 Passive
Passive PV1 / PV2 1 800m AV2 Active
Passive PV1 / PV2 1-8 300m PVS8 Passive
Passive PV1 / PV2 1-8 800m AVS8 Active
Passive PV1/ PV2 1-16 300m PVS16 Passive
Passive PV1 / PV2 1- 16 1200m AVS16 Active

Active Transmitter

Transmitter End  Transmitter Model No. Camera Max Distance  Receiver Model Receiver End

Active AVl 1 800m PV1 / PV2 Passive
Active AVl 1 1500m AV2 Active
Active AVl 1-8 800m PVS8 Passive
Active AV1 1-8 1500m AVS8 Active
Active AV1 1-16 800m PVS16 Passive
Active AVl 1- 16 1800m AVS16 Active

* All distance stated are for Video Transmission only.

CHECK OUT THE DETAILS WITH OUR SALES PERSONNEL OR MAIL US AT: sales@centrixsecurity.com

centrixsecurTY
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Avs1s — i mm Multiple Pair UTP Cable
AVS16 — Punch Block

CHECK OUT THE DETAILS WITH OUR SALES PERSONNEL OR MAIL US AT: sales@centrixsecurity.com
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